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SYSTEM INTERCONNECT SCHEDULE OF QUANTITIES

ITEM

CONDUIT IN TRENCH, 2" DIA., GALVANIZED STEEL

CONDUIT PUSHED, 2 DIA., GALVANIZED STEEL

HANDHOLE

TRENCH AND BACKFILL FOR ELECTRICAL WORK
MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION
MASTER CONTROLLER (SPECIAL)

DRILL EXISTING HANDHOLE

REMOVE ELECTRIC CABLE FROM CONDUIT

REMOVE EXISTING HANDHOLE

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C
OPTIMIZE TRAFFIC SIGNAL SYSTEM

FIBER OPTIC CABLE IN CONDUIT, NO. 62.5/125, MMI2F SMI12F
REMOVE FIBER OPTIC CABLE FROM CONDUIT

HOME DEPOT

HOME DEPOT EMTRANCE

UNET
FOOT
FoOT
EACH
FOOT
EACH
EACH
EACH
FOOT
EACH
FOOT
L SUM
FOOT
FOOT

QUANTITY

8,401
596

13
8,401
4

1

1
3,437
4
15,405
1
15,405
3,437

CENTER CT

SHARP DRIVE

[
_—

VERTIN BOULEVARD

WALMART ENTRANCE

THE TRAFFIC SIGNAL CONTROL EQUIPMENT FOR THE
CATON FARM ROAD SYSTEM SHALL BE “ECONOLITE”
TO MATCH THE EXISTING ADJACENT SYSTEM,
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INTERCONNECT SCHEMATIC LEGEND

PROPOSED INTERSECTION CONTROLLER
EXISTING INTERSECTION CONTROLLER

PROPOSED MASTER CONTROLLER
EXISTING MASTER CONTROLLER

MASTER MASTER CONTROLLER

PROPOSED INTERSECTION & SAMPLING (SYSTEM) DETECTORS

EXISTING INTERSECTION & SAMPLING (SYSTEM) DETECTORS

EXISTING SAMPLING (SYSTEM) DETECTORS

PROPOSED SAMPLING (SYSTEM) DETECTORS

EXISTING INTERSECTION LOOP DETECTORS.

PROPOSED SAMPLING (SYSTEM) DETECTORS

EXISTING SAMPLING (SYSTEM) DETECTORS.

PROPOSED INTERSECTION AND SAMPLING (SYSTEM) DETECTORS
EXISTING SAMPLING (SYSTEM) DETECTORS.

PROPOSED SAMPLING (SYSTEM) DETECTORS

EXISTING PREFORMED INTERSECTION &

SAMPLING (SYSTEM) DETECTORS

PROPOSED PREFORMED INTERSECTION &

SAMPLING (SYSTEM) DETECTORS

EXISTING SAMPLING (SYSTEM)
PREFORMED DETECTORS

PROPOSED SAMPLING (SYSTEM)
PREFORMED DETECTORS

THEODORE
VERMETTE

EXISTING FIBER OPTIC CABLE IN CONDUIT,
NO. 62.5/125, MMI2F SMI2F

PROPOSED FIBER OPTIC CABLE IN CONDUIT,
NO. 62.5/125, MM12F SMI2F

EXISTING INTERCONNECT CABLE -

NO. 62.5/125, 12F FIBER OPTIC CABLE

PROPOSED INTERCONNECT CABLE -
NO. 62.5/125, 12F FIBER OPTIC CABLE

EXISTING INTERCONNECT CABLE-NO. 18
3 PAIR TWISTED, SHIELDED

PROPOSED INTERCONNECT CABLE-NO. 18
3 PAIR TWISTED, SHIELDED

EXISTING LOOP DETECTOR CABLE

2/C TWISTED, SHIELDED

PROPOSED LOOP DETECTOR CABLE

2/C TWISTED, SHIELDED

EXISTING ELECTRIC CABLE

1/C AS SPECIFIED

PROPOSED ELECTRIC CABLE
1/C AS SPECIFIED

__BRONK ROAD

CRYDER LANE

REVISIONS
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REVISED IL59 ALION.|12/22/0¢

PROPOSED TELEPHONE CONNECTION

ILLINOIS DEPARTMENT OF TRANSPORTATION
TERCONNECT ATIC
ILLINOIS ROUTE 59 AND CATON FARM ROAD
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